ALL IN ONE SOLAR STREET LIGHT

(FOR PROJECT)




Aluminium Alloy &

Die-Cast Aluminum Clean On Time
Heats Up Faster Increase Charging Speed
Anti-corrosion, waterproof and

moisture-proof, longer service life

Support multi-angle rotation

e salar st ighes [y e—— Aute choan series
Model CA
Watts(w) a0w 60W 20w 100W
Lumens(Lumens) 3200-4800LM 5800-6400LM 7800-8600LM 9700-11200LM
A > Battery(AH) 12,8V 24AH 12.8V 36AH 12.8V 48AH 12.8V 54AH
_Detachable auto-cleaning brush Solar Panel 18V 60W 18V 80W 18V 100W 18V 120W
» LED Chip 5050, 56PCS 5050, 56PCS 5050, 112PCS 5050, 140PCS
CCT(K) 2700-6500K
CRI >80
: Lighting Efficiency 170-180Im/w
AWV wICdl i '3 SLICTL Ilsl 19 Rainy Days 12-15hours, 5-7 cloudy/ rainy days
clean automatically on time,don’t need WEKTarmpSratyIe Br—web
labor maintainance Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
Material Die casting aluminum
Pole Upper Diamter $60-p76mm
Controller MPPTE&PWM
Battery Power Indicators 100%-75%-50%-25%
IP Rating/IK Class IP6E/IKO9
Mounting Height(Recommend) 6-7Tm 6-8m 8-9m 9-11m
Space between poles(Recommend) 20-25m 20-25m 25-30m 30-35m
Warranty 3/5 Years




Solar Charger

R
—
Wind Power
Generation

I

PIR motion
Sensor

7

Cutdoor
Waterproof

Solar panels %

The person is fully lit in the sensing range
and the light is half bright after leaving.

¥ Solar Charging During the day
® When people pass by, in full light
® When people leave, in semi-bright state.

Sensor '.-r .
LED chip l Aluminum Alloy
A A
Model HY
Watts(w) 150W !
Lumens(Lumens) 11200-12400LM |
Battery 12.8V 54AH
Solar Panel 18V 85wW
LED Chip 3535 LED 84PCS 6000K, 1W LED 48PCS Green Light
CCT(K) 2700-6500K
CRI >75
Lighting Efficiency 170-180Im/w
Rainy Days 12-15hours, 3-5 cloudy/ rainy days
Work Temperature -25'C—+65C
Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
Material ABS+PC
Controller MPPT&PWM
Install Pole diameter 60-65mm
IP Rating/IK Class IP66/IK09
Mounting Height(Recommend) 6-8m
Space between poles(Recommend) 25-30m
Warranty 3/5 Years




Somebody under the

light at night Daylight

Maodel I BP
Watts(w) I 60w [ 80w . 100w [ 120W . 150W 180W
Lumens(Lumens) I 6000-6800LM [ 8000-8500LM I 9000-10200LM [ 12000-13600LM I 15000-17000LM I 18000-20000LM
Battery(AH) I 12.8V 24AH ‘ 12.8V 30AH I 12.8V 36AH [ 12.8V 42AH I 25.6V 24AH I 25.6V 30AH
Solar Panel I 18V 60W [ 18V 60W I 18V 80W [ 18V 100W [ 36V 120W 36V 160W
LED Chip I 5050, Philips [ 5050, ?hilips I 5050, F’hilips [ 5050, f‘hilips [ 5050, IPhiIips 5050, ?hilips
| Lumileds | Lumileds | Lumileds | Lumileds | Lumileds Lumileds
CCT(K) | 2700-6500K
CRI >80
Lighting Efficiency I 170-200Im/w
Rainy Days I 12-15hours, 5-7 cloudy/ rainy days
Work Temperature I 25T —+65TC
Work Mode I Auto ON/OFF, Time Dimming, Motion Sensor
Material I Die casting aluminum
Controller I MPPTE&PWM
Battery Power Indicators I 100%%-75%-509%-25%
IP Rating/IK Class [ IP66/IKOS
Mounting Height{Recommend) I 6-7m . 7-8m I 7-8m 9-10m . 10-11m 11-12m
. Space between poles(Recommend) I 20-25m [ 20-25m 20-25m [ 25-30m I 30-35m 35-40m

Warranty 3/5 Years



Replaceable Battery & LED Module

Moaodel FX
Watts(w) 40W 50W &0W 0w 100W 120w
Lumens(Lumens) 6000-6800LM | 7000-8500LM . 5000-10200LM  10000-13600LM 1110'00-15600[“ 16000-18000LM
Battery(AH) 12.8V 18AH . 12.8V 24AH . 12.8V 36AH 12.8V 48AH 12.8V 52AH 12.8V 54AH
Solar Panel 18V e0OW 13v 70w 18V B0W 18V 100W 18V 130W 18V 140W
LED Chip 3030, 96PCS . 3030, 144PCS . 3030, 144PCS | 3030, 192PCS . 3030, 288PCS . 3030, 288PCS
CCT(K) 2700-6500K
CRI >80
Lighting Efficiency 170-180Im/w
Rainy Days 12-15hours, 5-7 cloudy/ rainy days
Work Temperature 250 —=+651C
Work Mode Auto ON/OFF, Time Dimming
Material Die casting aluminum
Controller MPPT&PWM
Battery Power Indicators 100%-75%-50%-25%
IP Rating/IK Class IPE6/IKO9
Mounting Height{Recommend) 6-7m 6-8m 6-8m 8-9m 9-11m 10-12m
Space between poles{Recommend) 20-25m . 20-25m . 20-25m 25-30m 30-35m . 35-40m

Warranty 3/5 Years
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Model
Watts{w)
Lumens{Lumens)
Lifepod Battery(AH)
Solar Panel
LED Chip
CCT(K)

CRI
Viewing Angle
Lighting Efficiency
Certificates
Rairy Days
Waork Temperature
Work Mode
Material
Controller
Life time

IP Rating/IK Class

Mounting Height{Recommend)

Space between poles|Recommend]

Warranty

VERIOUS INSTALLATION
AND ADJUSTABLE ANGLE

BK
BOW B0W 100W 120W 150w 180W 200W
6000-6800LM

7000-8500LM 9000-10200LM = 10000-13600LM | 14000-15600LM | 16000-18000LM = 16000-18000LM

12.8V 20AH 12.8V 35aH 12.8V S0AH 12.8V 50AH 12.8V 65AH 12.8V BOAH 25.6V 50AH

18V 60W . 18V BOW 18V 100W 18V 130W 18V 170W 18V 200W 36V 220W
USA Bridgelux/Philips/Osram
2700-6500K
>80
140"
170-180Im/w
CE/ROHS
12-15hours, 5-7 cloudy/ rainy days
25T —4+65T
Auto ON/OFF, Time Dimming
Die casting aluminum
MPPTEPWM
60000hours
IPEE/IK0S
5-6m 7-8m E-Sm 9-10m 10-11m 10-12m 10-12m
15-20m . 25-30m . 30-35m . 30-35m . 30-35m . 30-40m 35-40m

3/5 Years



Highlight LED Chip Automatic Induction Lighting

Using 3030 lamp beads. high power output, providing high Automatic light control induction,
brightness lighting, strong and uniform light charging during the day and light on at night

IP65 Waterproof

Dustproof and waterproof, no worry for outdoor use

Charing a

Model Z5
Watts(w) 300W 400W 500W
Lumens(Lumens) 5000-6000LM 6000-7500LM 8000-10000LM
Lifepo4 Battery(mAH) 3.2V 50000mAH 3.2V 60000mAH 3.2V 80000mAH
Solar Panel 6V 60W 6V 80W 6V 100W
LED Chip USA Bridgelux/Philips/Osram
CCT(K) 2700-6500K
CRI >70
Lighting Efficiency 150-160Im/w
Certificates CE/ROHS
Rainy Days 12-15hours, 3-5 cloudy/ rainy days
Work Temperature -25C—+65C
Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
Material Die casting aluminum
I Controller 1 © MPPTRPWM
Life time 50000hours
IP Rating/IK Class. _ IP65/IK09
Mounting Height.{Recommend] 3-5m . 6-8m [ 9-10m
Space between poles(Recommend) 10-15m 15-25m 30-35m
Warranty 3/5 Years




Adjissable Farm Mount Angles
P

Fit3. 2.7

[penable design of battery compartment

Model zP
Watts(w) 100W 200W 300w
Lumens(Lumens) 2000-2500LM 3000-3600LM 4000-5000LM
Lifepo4 Battery(mAH) 3.2V 20000mAH 3.2V 30000mAH 3.2V 40000mAH
Solar Panel 5V 25W 5V 35wW 5V 50W
LED Chip USA Bridgelux/Philips/Osram
CCT(K) 2700-6500K
CRI >70
Lighting Efficiency 150-160Im/w
Certificates CE/ROHS
Rainy Days 12-15hours, 3-5 cloudy/ rainy days
Work Temperature -25C—+65C
Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
Material Die casting aluminum
Controller MPPT&PWM
Life time 50000hours
IP Rating/IK Class IP65/1K09
Mounting Height{Recommend) 3-4m 4-5m 5-6m
Space between poles(Recommend) 10-15m 15-20m 20-25m
Warranty 3/5 Years




ALL-IN-ONE
SOLAR STREET LIGHT

HIGH BRIGHTNESS/INTELLIGENT SENSOR / NEW STYLE

]

_ Model j ] z ]
Watts(w) | 100W | 200W 300W | 400W
Lumens{Lumer‘-:s__!_ 29{_}_[_]_-}000{&-'1 3000-4000LM [ 4UDO-SUD_QF_M 500{}:§Q_I_J_DLM
Lifepod Battery(AH) | 3.2V 28AH | 3.2V 35AH | 3.2V 43AH | 3.2V 55AH
Solar Panel | 5V 20W 5V 24w 5V 28W 5V 45W
LED Chip . USA Bridgeiux.-;'Phiiipstsram .
CCT{KI. [ 2700-6500K
Lighting Efficiency 150-160Im/w
Certificates CE/ROHS
[ ; Raurw D a:,rs . [ 12-15hou rs,. 3-5 cloud y/ rainy days
Work Temperature I -25C—+657T
Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
[ —] Material I Die casting aluminum
E’q = = | Controller | MPPT&PWM
SOLAR CHARGING ENERGY SAVING SUPERBRIGHT LED ALL IN ONE Life time | 50000hours
| IP Rating/IK Class ) IPEB{’IKOB )
x @ ? ((0)) | Mounting Height(Recommend) | 3-4m | 4-5m | 5-6m [ 6-7m
Space between poles(Recommend) 10-15m 15-20m 20-25m 20-25m
EASY INSTALLATION LONG LIFE IP65 WATERPROOF HCROWAVE SENSOR | — — — — T - . - . -

Warranty | 3/5 Years




All In One
Solar Street Ligh

ﬁ Free wiring, easy to install

ﬁ Long work time

PIR motien sensor/
dusk to dawn sensor

LED chip 130Imiw

IPEE aluminum £
ﬂll.lil‘; : / \
Ao P

P
Lo 2
;\g\. /\' > Efficient
BODY INDUCTION fa) ~’ o .
caylight <L R
sky Is“:nghw bright :.a:f.r.n- 2= | i e i
rough the full light > : |
Sensing range 8-12 mmrl - i I -
[ e
1 : 4 @
Wall | Pole Mount I}
180 * Angle of induction e — .__
Madel ' FN
Watts(w) 60w 120W 180W 240w
Lumens(Lumens) 4000-500LM 5000-6000LM 6000-8000LM 8000-10000LM
Lifepo4 Battery 6.4V 12AH 6.4V 18AH 6.4V 18AH 6.4V 30AH
Solar Panel [ 16W 22W 28W 39w
LED Chip [ USA Bridgelux/Philips/Osram
CCT(K) 2700-6500K
CRI >70
Lighting Efficiency 140-160Im/w
Certificates CE/ROHS
Rainy Days 10-12hours, 2-3 cloudy/ rainy days
Work Temperature -25'C—+65°C
Work Kt‘lode —: Auto ON/OFF, Time Dimming, Motion Sensor
Material | ABS
Controller MPPT&PWM
Life time 50000hours
IP Rating/IK Class | IP66/1K09
Mounting Height(Recommend) [ 3-4m 4-5m 5-6m 7-8m
Space between poles(Recommend) | 8-10m 10-12m 12-15m 15-20m
Warranty [ 1/2/3 Years




ALL IN ONE SOLAR STREET LIGHT

(FOR RETAIL)




*)

POLYCRYSTALLINE SOLAR PANELS

A - grade polycrysialline silicon solar panels.
chaigeng efficiancy i higher.

.
B
Respirator waterproot Circuit stabity and
enargy saving
Model FA
Watts(w) 30w 60w 0w 120w
Lumens(Lumens) 1500-2500LM 2500-3000LM 2500-3500LM 3000-4000LM
Lifepo4 Battery 3.2V 5000mAH 3.2V 12000mAH 3.2V 18000mAH 3.2V 24000mAH
Solar Panel 6V BW 6V 12W 6V 18W 6V 20W
LED Chip USA Bridgelux/Philips/Osram
CCT(K) 2700-6500K
CRI >70
Lighting Efficiency 140-160Im/w
Certificates CE/ROHS
Rainy Days 10-12hours, 2-3 cloudy/ rainy days
Work Temperature -25C—+65C
Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
Material ABS
Controller MPPTEPWM
Life time 50000hours
IP Rating/IK Class IP66/IKO9
Mounting Height{Recommend) 3-4m 4-5m 5-6m 5-6m
Space between poles(Recommend) 8-10m 10-12m 12-15m 12-15m
Warranty 1/2/3 Years




Hagh gty potyulicon solar panel, low
Tigh

o i Laght emraon and wide in Fracation

Adagt ants acidation bigh quality ABS plaitic shell
High hasdness and £231 heat disigation:

HIGH PHOTOELECTRIC CONVERSION
OF POLYSILICON PLATE

Polysilcon solar panels. capable of
quickly capturing solar energy. il in
about & hours.Long endurance, cloudy
day ean alss colsct enargy

Human infrared Sensor Glimm installation tu

High quality led chips

High Efficiency
Polysilicon Solar Panel

Aluminum-alloy !am{éebndy.
fixture

Maodel FB
Watts(w) 60W 90w I 120W
Lumens(Lumens) lSOd-2GODLM 2000-2500LM [ 2500-3500LM
Lifepod Battery 3.2V 12000mAH 3.2V 18000mAH 3.2V24000mAH
Solar Panel 6V8W 6V 12W ' 6V 25W
LED Chip USA Bridgelux/Philips/Osram
CCT(K) 2700-6500K
CRI >70
Lighting Eﬁiciencv 140-1_66Im/w
Certificates CE/ROHS
Charging Time 5-6hours
Rainy Days 10-12hours, 2-3 cloudy/ rainy days
Work Temperature -25C—+65T
Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
Material ABS .
Controller MPPT&PWM
Life time 50000hours
IP Rating/IK Class IP66/IK0S
Mounting Height(ﬁewmmencﬁ 3-4m ] 3-4m
. Spa;’_‘e.ﬁ.et.v\.teen .ho.lé;{ﬁ-e.comm.eﬁd} B-idm 8—1[.I.m.
Warranty 1/2/3 Years




REALLY THIN
REDUCE FREIGHT COSTS

ve aluminum substrate
Save labor/s

&

Micro=bri induction
long lasting illumination
large capacity battery
Model FC
Watts(w) 120W 180W 240W
Lumens(Lumens) 500-800LM 1000-1200LM | 1200-1500LM
Lifepo4 Battery 3.2V 10000mAH 3.2V 15000mAH | 3.2V 20000mAH
Solar Panel 6V 10W 6V 12W | 6V 15W
LED Chip USA Bridg__e_l_ux,’F_’hi_l_ips/Osram
CCT(K) 2700-6500K
CRI >70
Lighting Efficiency 140-160Im/w
Certificates CE/ROHS
Charging Time 5-6hours.
Rainy Days 10-12hours, 2-3 cloudy/ rainy days
Work Temperature -25'C—+65TC
Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
Material ABS
Controller MPPT&PWM
Life time 50000hours
) 'IP Rating/IK Class _ ) IP66/1K09 _
Mounting Height(Recommend) 3-4m | 3-4m 4-5m
| Space between poles(Recommend) 8-10m ] 8-10m | 10-12m
Warranty 1/2/3 Years




BROADER LIGHTING
AREA COVER

High CRI LED Light Beads Streamlined Lamp Body Design

10ft. Waterproof Leakproof

Connection Wire

Tips for Introduction

Less Than: 1"

Model
Watts(w)
Lumens(Lumens)
Lifepod Battery
Solar Panel
LED Chip
CCT(K)

CRI
Lighting Efficiency
Certificates
Charging Time
Rainy Days
Work Temperature
Work Mode
Material
Controller

) Life time
IF Rating/IK Class

| Mounting Height{ﬂecommendl |
| Space between poles(Recommend) {

Warranty

Minimum: 1.5" Maximum: 4"

FD
20w | 0w | S50W | 100W | 150W | 200W |
1500-2500LM | 2500-3000LM 3000-4000LM 6000-8000LM 8000-95000LM | S000-10000LM

| 3.2V6000mAH | 3.2V 12000mAH | 3.2V 24000mAH | 3.2V 30000mAH | 3.2V 40000mAH | 3.2V 50000mAH |

6V 10W | 6V 18W BY 22W 6V 30W ] 6V 40W | BV 50W
USA Bridgelux/Philips/Osram
2700-6500K
=70
140-160Im/w
CE/ROHS
5-6hours
10-12hours, 2-3 cloudy/ rainy days
-25T—+657T
Auto ON/OFF, Time Dimming, Motion Sensor
ABS
MPPTEPWM
50000heurs
) IPE6/IK0S ) )
3-4m | 3-4m | 4-5m | 4-5m | 6-8m | 6-8m
8-10m | 8-10m | 10-12m 10-12m | 12-15m 1 12-15m

.1;'-2,.'3" Years



INTELLIGEN
LIGHT
CONTROL

Fast Charging
(fully charging in 4-6 hours)

Works for 10-12 hours
(After fully charging)

The hoop needs o be
prepared by yoursalf

Warranty

Madel BE
Watts(w) 400W 600W 200W
Lumens(Lumens) 2000-2500LM 2500-3000LM 3000-3500LM
Lifepod Battery 32V15000mAH | 3.2V20000mAH |  3.2V30000mAH
it 50|af Pane1 svsw : . sv 25w . svanw
LED Chip . USA Bridgelux{l;h.ilipsl(Jsram -
CCT(K) 2700-6500K
CRI >70
Lighting Efficiency 140-160Im/w
Certificates CE-IROHS
R_a_i;Days 10-11‘-i10urs, 2-"3_cloud|,r/ raﬁaéys
= .'i'.e;.r.'g:]p-era{ure e
Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
Material ABS
Controller MPPTE&PWM
Life time 50000hours
IP Rating/IK Class IP6E/IKO9
 Mounting Height(Recommend) 3-4m 4-5m 5-6m
Space between poles(Recommend) 8-10m 10-12m 12-15m
k. bt dabtraital ieshi it it titdhatoni e 5 itk : 1,"'2,.!3\*;ars




e e TRREERARRET

No electricity charge in the whole year, no power cut in rainy days

Light-control Detection.

1.take out lamp cap 2 pressthekey  3.the charging indicator
[AUTO] will flash (placing the
solar panel towards the
sunlight)

4.install the 5.putthe
metal plate with screws  screw cap on

Installing

1.Insert the lamp arm into the lamp body and lighten the screw.
2.Make sure the solar panel is installed towards the south and it
isn't blocked by obstacles.

‘Waill Installation Holding Pole Installation

Y Y,
Model LHZ
Watts(w) 100w 200W 300W
Lumens(Lumens) 500-1500LM 1500-2000LM 2000-3000LM
Lifepod Battery 3.2V 12000mAH 3.2V 18000mAH 3.2V 24000mAH
Solar Panel 4v, 10W 4V, 15W 4V, 18w
LED Chip USA Bridgelux/Philips/Osram
CCT(K) 2700-6500K
CRI 270
Lighting Efficiency 140-160Im/w
Certificates CE/ROHS
Rainy Days 10-12hours, 2-3 cloudy/ rainy days
‘Work Temperature -25C—+65C
Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
Material ABS
Controller MPPT&PWM
Life time 50000hours
IP Rating/IK Class IPG6/IK09
Mounting Height(Recommend) 3-4m 4-5m 4-5m
Space between poles(Recommend) 8-10m 10-12m 10-12m
Warranty 1/2/3 Years




HIGH CONVERSION SOLAR PANEL

Aviation-grade polycrystalline silicon photovoltaic panel, which
has a 10% higher power output efficiency

Model
Watts(w)

- 50|El_r: Panel
LED Chip
CCT(K)

CRI
Lighting Efficiency
Certificates
Rainy Days
Work Temperature
Work Mode
Material
Controller
Life time
IP Rating/IK Class

Warranty

RADAR SENSOR 3
\‘\\Q

Work at 20% power at night and turn off
during the day. When someone is detect-
ed moving, the light will switch to 100%

power

180° induction Angle

; Gv.__g_w. | = 13_?\!
USA Bridgelux/Philips/Osram
2700-6500K

>70
140-160Im/w
CE/ROHS
2hours, 2-3 cloudy/ rainy days
-25C—+657C
Auto ON/OFF, Time Dimming, Motion Sensor
ABS
MPPT&PWM
50000hours
IP66/IK09

1/2/3 Years



100 meters deep

IP69

Flood At A 120 Degree
Angleextremely Large
Iradiation Area

THIS MAY BE

IT'S PROBABLY THE BEST WATERPROOF ON THE MARKET

SOLAR PROJECTION LAMP

The beads and solar panels are enclosed
intoughened glassWaterproof to IPG9K

Waterproof level

Innovation Teck
Engineering Qu

submersible waterproof

Model Yy
Watts(w) 30W 60W
Lumens(Lumens) 800-1000LM 1000-1300LM
Lifepo4 Battery 3.2V 1500mAH 3.2V 3000mAH
Solar Panel 5V 5W 5V 8W
LED Chip USA Bridgelux/Philips/Osram
CCT(K) 2700-6500K
CRI >70
Lighting Efficiency 140-160Im/w
Certificates CE/ROHS
Rainy Days 10-12hours, 2-3 cloudy/ rainy days
Work Temperature -25C—+65C
Reistve vlemspeocten Work Mode Auto ON/OFF, Time Dimming, Motion Sensor
50 % 80 % Material ABS
Controller MPPT&PWM
Life time 50000hours
‘ IP Rating/IK Class IP66/1K09
Rea“y thln O hmnmpss O Rty Datioal O vome Mounting Height(Recommend) 3-4m 4-5m
Reduce freight costs @ tens © meire @ Wetdngline (D Weldng ine Space between poles(Recommend) 8-10m 10-12m
Warranty 1/2/3 Years










































































































