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Discover our
new packaging

Maximum precision in pouring the oil

The design of our lids allows more efficient pouring
of the oil by preventing losses due to splashing.

More sustainable packaging

Made with recycled materials. Our recyclable packaging
contributes to circularity, minimizes the use of plastic,
and contributes to reducing CO2 emissions.

Product properties

The new seals and icons communicate the benefits and
differential properties of each product.

PASSENGER/CARS

NEO XTI
SW-40

Engine Dil
FULLY SYNTHETIC

Product identification

Name of the product and grade of viscosity.



“A versatile and accessible lubricant thought by
and for Riders”

High-quality mineral and semi-synthetic lubricants that
guarantee optimal engine protection throughout the
whole period between oil changes.

RIDER range lubricants are the best option for
customers who seek accessible products with the
best quality guarantee.

The RIDER range includes High Mileage products
optimized for old motorcycles and are formulated to
take the best care of the engine and transmission
of all types of matorcycles, motorcycle-taxis, tuc-tucs,
and any other vehicle with a small combustion engine.
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Fluids that ensure correct
lubrication, even far high-mileage
vehicles.
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PRICE
Maximum value.

MOTOR OIL
Engine lubrication oil.

PROTECTION

LOW OIL

CONSUMPTION

ROBUSTNESS

Fluids with the highest quality standards that ensure
maximum engine protection, incorparating state-of-the-art
additives and bases of the highest quality.

Consumption saving.

Fluids especially designed for severe applications.
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SPECIFICATIONS AND APPROVALS

RIDER RANGE PRODUCTS INTERNATIONAL SPECIFICATIONS
TYPE
PRODUCT NAME GRADE OF VISCOSITY API JAso
Rider 4T 10W-40 Mineral SL MA2
Rider 4T 15W-50 Mineral SL MA2
Rider 4T 20W-50 Mineral SL MA2
Rider Town 4T 20W-50 Mineral SJ MA2
Rider High Mileage 4T 25W-50 Mineral SL MA2
Rider High Mileage 4T 25W-60 Mineral SG MA2
Rider Town 2T Mineral TC FB
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High-quality synthetic lubricants specifically
formulated for vehicles that require vehicle
manufacturer approvals, especially European
ones.

To facilitate selection within this range, we
distinguish between EVOLUTION products and
COSMQOS products.

@ Evolution products have a reduced ash
content. Also known as MID SAPS or LOW
SAPS, they are formulated with additives that
are after-treatment systems-friendly, and
are especially impartant for modern vehicles
with diesel particulate filters (DPF) or gasoline
particulate filters (GPF) required to meet the
latest environmental standards.

@ COSMOS encompasses the products in which
there is no limit on the ash content.
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LUBRICATION

Fluids that ensure correct
lubrication, even for high-mileage
vehicles.

R&D

Designed under the strictest
standards at our product
development centers.

MAX QUALITY

Lubricants of the highest quality,
formulated with state-of-the-art
additives and bases

MOTOR OIL
Engine lubrication oil.
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ORIGINAL EQUIPMENT
MANUFACTURER
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Fluids formulated for f %
vehicles with emission

Fluids with the highest quality standards that ensure maximum
engine protection, incorporating state-of-the-art additives and
synthetic bases of the highest quality..

Product range that has official approvals from the main vehicle
manufacturers.

Product range with quality levels suitable for European vehicles
(ACEA).

Lubricant approved
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cover a large part of
the fleets of vehicles

available.

@ Fluids with properties Lubricants
that contribute to a 2\ o recommended for
ﬁ lower fuel consumption. ‘,\/L/(\\\\ a large variety of

vehicles.



SPECIFICATIONS AND APPROVALS

ELITE RANGE PRODUCTS INTERNATIONAL SPECIFICATIONS
APPROVALS
Grade of TYPE (Vehicle manufacturers)
Product name viscosity API/ILSAC ACEA
Dexos2™ (GB2D1011102) excede
. . . GM-LL-A-025 y GM-LL-B-025, MB-
Elite Evolution DX2 S5W-30 Fully synthetic SN/CF C3 APPROVAL 229.51/229.52, VW
505.00/505.01
JAGUAR CARS & LAND ROVER ST
Elite Evolution C1 - i
ite Evolution 5W-30 Fully synthetic Cl JLR.03.5005
Elite Evolution C2 5W-30 Fully synthetic Ce PSA B71 22390
FIAT 9.55535 S2*, FORD
WSSM2C3917-A, MB-APPROVAL
Elite Evolution €3 - [ '
ite Evolution 5W-40 Fully synthetic SN/CF C3 229.51/229.31, V2012.2), PORSCHE
A40, VW 505.00/505.01
. . . MB-APPROVAL 229.51/226.51,
Elite Evolution C4 5W-30 Fully synthetic C4, C3 RENAULT RNO720
Elite Evolution RN 5W-30 Fully synthetic C3 RENAULT RN17
. . . BMW LL-04, PORSCHE C30, VW
Elite Evolution V 0W-30 Fully synthetic C3 507.00/504.00
Elite Long Life . BMW LL-04* MB-APPROVAL 229.51,
50700/50400 SW-30 | Fully synthetic SN C3 | PORSCHE C30, vW 507.00/504.00
Elite 50501 5W-40 Fully synthetic C3 VW 505.00/505.01
MB-APPROVAL 229.5, PORSCHE
Elite Cosmos A3/B4 O0W-40 Fully synthetic SN A3/B4 | A40, RENAULT RNO700/RNO710, VW
502.00/505.00
BMW LL-01, GM LL-B-025*, MB-
Elite Cosmos A3/B4 5W-30 Fully synthetic SL/CF A3/B4 | APPROVAL 229.5, RENAULT RNO700/
RNO710, VW 502.00/505.00
FIAT 9.55535 Me*, MB-APPROVAL
229.5/226.5, OPEL GM-LL-B-025*
Elite C A3/B4 - i ' '
ite Cosmos S5W-40 Fully synthetic SN/CF A3/B4 PORSCHE A40, RENAULT RNO700/
RNO710, VW 502.00/505.00
Elite Cosmos A5/B5 5W-30 Fully synthetic SL/CF A5/B5 FORD W55M2C913-D, RENAULT
RNO700
GM-LL-025, MB-APPROVAL 229.3,
Elite Competicion 5W-40 Fully synthetic SN/CF A3/B4 226.5, PORSCHE A40, RENAULT
RNO710/0700, VW 502.00/505.00
Elc:tB%I”rb” Life OW-30 | Fully synthetic VW 506.01/503.00/506.00
. .. . MB-APPROVAL 229.3, 226.5, RENAULT
Elite Multivalvulas 10W-40 Fully synthetic SN/CF A3/B4 RN0710/0700, VW 501.01/505.00

It is recommended to check the corresponding specification as well as the adequate viscosity grade in your vehicle's maintenance manual.

*Quality level
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Diesel Turbo

SUPER TURBO

Technical specifications

SAE GRADE 15W-40
Density at 15 °C gfmL ASTM D 4052 0.882
Viscosity at 100 °C cSt ASTM D 445 14.7
Viscosity at 40 °C St ASTM D 445 108
Viscosity at -20°C cP ASTM D 5293 7000 max.
Viscosity index - ASTM D 2270 137
Flash point, open cup °C ASTM D 92 236
Pour point e ASTM D 97 -27 max.
T.B. M. mg KOH/g ASTM D 2896 10.5
= st CECL1tAS3  125mn
Moack Volatility, 1hr at 250 °C % In weight CEC-L-40-93 13% max.

The above mentioned characteristics are typical values and should not be congidered product specifications.
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