HOME UPS/INVERTER




e Smart Solar Selection with three different
Saving Level Zones.

* User Selectable Critical Parameter Settings.

» Remote Monitoring & Controlling through
Wi-Fi/LAN/GSM/GPRS/Android App (Optional)

* Provision to maintain the Battery gravity
charging at 90V (Low Mains).

* Incorporating all the features of conventional
Sine Wave Inverter.

Capacity (VA) 650VA, 850VA, 1000VA, 1450VA, 2000VA

P
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330*325*185 mm (Net Weight 10.35 Kg)

Dimensions (L*W*H) [mm
( ) [mm] 405*370*260 mm (Net Weight 16.96 Kg)




3 Phase
Solar Hybrid PCU

Product Description

Specifications

More reliable & efficient single card solution.

New generation power devices capable to handle

high surge current.

Interactive multi colour big graphical display.

Closed loop Auto Sensing Software Control (ASSC)
smart Battery Charging Technology for longer battery life.
Remote Monitoring & Controlling of PCU through

Wi-Fi/LAN/GPRS/Android App (Optional).

Capacity (KVA)

No Load Battery Current (NLC)

O/P Voltage at No Load

O/P Voltage at full Load

Overload Retry

Overload Limit each Phase on Load
Output Frequency (Inverter Mode)
Mains Low Cut

Recovery

Mains High Cut

Recovery

Overload Indication

Change Over Time

10KVA/ 120V,10KVA/ 180V,15KVA/ 240V,20KVA/ 360V,
30KVA/ 360V,40KVA/ 360V,

2.0+/-0.2A

240+/-1%

240+/-1%

6 Times

105% ~105 Sec. [ 125% ~36 Sec. [150% ~22 Sec. [ 200% ~15 Sec.
50.0 +/-1 Hz

180+/-5V

190+/-5V

280+/-5V

270+/-5V

105-150% Buzzer beep after every 30Sec for 5sec
>150% Continuous Buzzer beep

Mains to Inv. - 30 s, Inv. to Mains - <10ms,
Max. Charging Current - 10+/-2A,
Boost Charging Voltage - 14.2+/-0.2V/Batt.




Multi Channel Interleaved MPPT Technology with
Tracking efficiency- 99.5%.

More efficient and high reliable.
Smart Solar Selection for max. utilization of Solar Power.

Remote Monitoring & Controlling of the Solar PCU
through WI-FI/LAN/GPRS (Optional).

Available in :
3 KW-48V, 4 KW-96V, 6 KW-120V,
8 KW-120V, 10 KW-180V, 12 KW-240V.

Mains AC Lower Voltage Limit 100 + 5 VAC

Mains AC Higher Voltage Limit 280 + 5 VAC

Battery Low Cut-Off Voltage (Settable) 10.6 + 0.2 V (per Batt.) Default
UPS o/p Frequency 50 + 1.0 Hz

Input Current per Channel (Max. Imp)
Trickle Charging Current Limit

Short Circuit Protection > 300% Load (with manual reset function)
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