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AGM VRLA

NON-SPILLABLE, SEALED LEAD ACID BATTERY




Powerlinx AGM VRLA Series

Powerlinx AGM VRLA batteries are high quality, maintenance-free batteries produced at a state-of-the-art
manufacturing facility with advanced battery manufacturing technologies and high purity materials. It has a long
float and cydlic life span, high specific energy, and low self-discharge rate. Completely leak-proof, it has
excellent anti-corrosion properties and performs flawlessly in varying temperature conditions.

Relicell AGM VRLA batteries have a design life ranging from 5 to |0 years and is backed by standard warranties

Description

depending on the model.

* Design life of 5 to |0 years at 27°C, depending on the model

» Superior Lead Calcium alloy grid with high density active materials

* Excellent cyclic performance and recovery after over-discharging

* High purity material ensuring low self-discharge

» Valve regulated (sealed) construction for sales operation in any position
» Tank formed plates optimise cell voltage balance and performance

o Completely leak-proof and maintenance-free

e Compact design with high power to power ratio
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* High impact ABS casing
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Electrical Performance

Float Charging Characteristics
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Battery Terminal Options
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Terminal Type : TS

+12(0.472)
M5(0.197)

ZAN

Faston Type (Brass) Quick
Disconnect Tabs; Silver Coating
For Better Conductivity.

Brass Coated With Tin.
Threaded Insert
Torque : 3.0 N*m

Brass Coated With Tin.
Threaded Insert
5mm Stud.
Torque : 3.0 N*m

Terminal Type :

016(0.63)

Brass Coated With Tin
Threaded Insert
6mm Stud.
Torque : 5.2 N*m

Terminal Type : T

018(0.708)

12(0.472)

Brass Coated With Tin
Threaded Insert
8mm Stud.
Torque : 12.5 N*m




VRLA AGM Battery Models

Capacity (AH) at 27°C Dimensions (mm)  3mm

hr |10 hr [5hr |3 hr |1 hr [Amperes Width Total
10.5V | 10. .5V | 10.5V[ 10.2V[ 9.6V Heigl
5.00 92 72

PLP 12-5 | 5,00 | 4.65 | 4.25 | 3.75 | 3.00 102 110 0.50 130 52.00 1.52 F2

PLP12-7 | 7,00 | 6.50 | 5.90 | 530 | 420 | 6.50 152 65 95 100 0.65 170 30.00 2.00 F2

PLP12-7.5( 7550 | 6.97 | 6.38 | 5.63 | 450 | 7.00 152 | 65 | 95 | 100 | 0.70 198 30.00 2.15 F2

PLP 12-8 | 8.00 | 7.44 | 6.80 | 6.00 | 4.80 | 8.00 152 65 95 100 0.75 212 30.00 2.32 F2

PLP12-9 [ 9.00 | 837 | 7.65 | 6.75 | 5.40 9.00 152 65 95 100 0.90 242 19.00 2.42 F2

PLP 12-10(10.00/ 9.30 | 8.50 | 7.50 | 6.00 | 10.00 | 151 | 98 | 95 100 1.00 290 19.00 3.08 F2

PLP 12-12(12.00/11.20{10.20| 9.00 | 7.20 | 12.00 151 98 95 100 1.20 339 17.00 3.58 F2

PLP 12-18(18.00|16.70{15.30|13.50/10.80| 18.00 | 181 [ 78 | 171 | 171 1.80 360 15.00 6.04 T4
PLP 12-20(20.00{18.60{17.00|15.00{12.00| 2000 | 181 | 78 | 171 | 171 2.00 397 14.00 6.54 T4
PLP 12-22]22.00/20.50{18.70(16.50|13.20 22.00 | 181 | 78 | 171 | 171 2.20 492 14.00 7.21 T4
PLP 12-2626.00|24.20{22.10{ 19.50{ 15.60 26.00 | 177 | 167 | 126 | 126 | 260 | 760 14.00 8.56 TS5

PLP 12-2828.00(26.00]|23.80{21.00(16.80| 28.00 | 177 | 167 | 126 | 126 2.80 789 14.00 8.88 T5

PLP 12-4242.00|39.06|35.70|31.50|25.20( 42.00 199 | 167 | 179 179 4.20 1092 13.00 13.77 T6

PLP 12-45(45.00(41.90|38.30(33.90(27.00| 45.00 199 | 167 | 179 179 4.50 1152 13.00 14.70 T6

PLP 12-65(65.00(60.50|55.30|48.80(39.00| 65.00 347 167 | 190 190 6.50 1351 11.00 19.82 T6

PLP 12-70]70.00|65.15|59.55|52.55(42.00| 70.00 347 167 | 190 190 7.00 1531 11.00 21.65 T6

PLP 12-75(75.00{69.70|63.75|56.40(45.00| 75.00 347 167 | 190 190 7.50 1595 11.00 23.28 T6

PLP 12-85|85.00/79.00(72.25(63.90|51.00( 85.00 | 330 | 173 | 220 | 225 8.50 1799 8.00 25.65 T6
PLP 12-90/90.00|83.60|76.50|67.70(54.00| 90.00 | 330 | 173 | 220 | 225 9.00 1832 | 6.70 2858 | T6
PLP 12-10(100.00|93.00|85.00|75.00|60.00| 100.00 | 330 | 173 | 220 | 225 | 10.00 | 1948 | 5.30 2900 | Té6
PLP 12-120]120.00{111.60/102.00{90.00[72.00| 120.00 | 405 | 173 | 236 | 236 | 1200 | 2522 | 4.00 3782 | T8
PLP 12-139135.00{122.00/114.00{101.00{81.00| 135.00 | 486 | 170 | 239 | 239 13.50 | 2622 4.00 39.80 T8
PLP 12-150[150.00|139.50{127.50|112.50/90.00| 150.00 | 486 | 170 | 239 | 239 | 15.00 | 2743 | 3.50 4268 | T8
PLP 12-165[165.00|153.50{140.25|123.80/99.00| 165.00 | 522 | 238 | 219 | 225 | 1650 | 2900 | 3.50 4574 | T8
PLP 12-1801180.00{167.40[153.00[135.05[108.00] 180.00 | 522 | 238 | 219 | 225 | 1800 | 3400 | 3.50 5840 | T8
PLP 12-200[200.00|186.00{170.00|150.00/120.00| 200.00 | 522 | 238 | 219 | 225 | 20.00 | 3685 | 3.00 6134 | T8
PLP 12-220220.00204.60{187.00(165.00|132.00| 220.00 | 522 | 238 | 219 | 225 | 22.00 | 3800 | 3.00 6470 | T8
PLP 12-2400240.00{223.20|204.00{180.00(144.00| 240.00 | 522 | 238 | 219 | 225 | 24.00 | 3987 | 3.00 6832 T8

*Specifications are under continuous improvement. Subject to change without notice.
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